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VARIES

NOTES:

1.

USE ENERGITE III SYSTEM MANUAL FOR DESIGN CRITERIA.
MANUAL INCLUDED IN GUIDELINES FOR ATTENUATORS AND
END SECTIONS OR IS AVAILABLE FROM THE DIVISION OF
TRAFFIC AND SAFETY.

CONSTRUCT PAD USING HOT MIX ASPHALT OR

PORTLAND CEMENT CONCRETE.

USE A 1:4 SLOPE IN THE RECOVERY AREA WHEN POSSIBLE.
A MAXIMUM 1:3 SLOPE MAY BE USED. COMPLETELY CLEAR
RECOVERY AREA OF ANY FIXED OBJECTS.

COMPLETE GRADING REQUIREMENTS PRIOR TO [NSTALLING SYSTEM.

MARK EACH BARREL POSITION ON THE PAD AND THE AMOUNT OF
SAND REQUIRED FOR EACH BARREL. USE ORANGE FLOURESCENT
PAINT FOR THIS OPERATION.

USE OF SAND BARREL ARRAYS [N CONSTRUCTION ZONE CAN BE
PERMITTED WHEN ALL CONDITIONS ARE MET. DESIGN SAND
BARREL ARRAY FOR THE SPEED WHICH WAS POSTED PRIOR

TO CONSTRUCTION.

SEE NOTE S

F(XED OBJECT

2280 (2 BARRELS WIDE)

3345 (3 BARRELS WIDE)
ADD 1065 TO PAD WIDTH FOR
EACH ADDITIONAL BARREL

| VARIES |

ALL DIMENSIONS ARE SHOWN IN MILLIMETERS (mm)UNLESS OTHERWISE NOTED.

HERHEEE
2 |
gz g §
HHEERHE
SHEEREHR
HEE sz
i¢le] | |5
HEHEHWNEB
HEENEE ¥
HEEHHHENG
o o[ e E
K
Z 2 g!g’:‘
85 | .8 .
5
@z |32
gz
28
[01)
zy
q S
EEE
02
&ar
o5
Z oy
wes
o,
.3 [
13 -
Sk
= 5
IO
Ee b f L
58 [
R R E
o
o 25:
i
Bl
-
&0
~ € J
e 497
g O £
w w "
£ 28 ¢
Tz H
o H
§
i
i
STD. DWG. NO.
735-1E




